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Printer Tagging

How to tag a printer profile in order to see common setting parameters used for that printer.

Written By: Mosaic Support

Project Settings

St General

Solid layers

Shell thickness
2 layers «

Solid layer speed

60 mmj/s

Semi-solid layers below top surfaces

Travel movement

X/Y travel speed

150 mm/s
Z travel speed
150 mmjs

Specify the thickness of the outer shell of your
model. This thickness will be used for top and
bottom layers, as well as adding solid material
to the outside of your part when set thicker
than your number of perimeters. A higher
value will provide a stronger part and more
filled-in top and bottom layers. However, more
material will be used and print times will
increase.
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INTRODUCTION
Printer tagging allows style profile data to be anonymously aggregated from printer profiles, and

shared with others who use the same printer. When you tag a printer, you will be able to see
common parameters used for slicer settings.

This guide will demonstrate how to tag your printer and see the data shared in the project setting
tooltips.
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Step 1 — Add or Edit Printer Profile to Tag Printer

® |n Canvas, create a new printer
profile, or edit an existing printer

o profile.

p— General ® From the main menu go to Printers

,,, ‘ > Select Printer > Printer settings >

i T, General.

e ety oy ® On the printer model dropdown
S~ -y menu, you can begin searching for

the printer you would like to tag this
profile with, or create a new printer
tag.

Step 2 — Start a New Project or Open Existing to View Project Settings

i ® Return to My Projects, and create a
Specify the thickness of the outer shell of your . T
Project Settlngs model. This thickness will be used for top and m neW prOJeCt Or Open an eX|St|ng

bottom layers, as well as adding solid material
to the outside of your part when set thicker .
than your number of perimeters. A higher prOJeCt

'{?}} General value will provide a stronger part and more g
filled-in top and bottom layers. However, more
material will be used and print times will

e increase. ® (Click on Project Settings. Here,
e Distribution of user values: .
when you hover over each setting,

3 layers = \

— / Canvas will display the tooltip for

58 s / \A the setting, along with a distribution
Semi-solid layers below top surfaces — T r T r = .

. ! SO N chart of other user inputted values
Travel movement _Current __ Values used by other . .
value profiles for this same setting.

XIY travel speed

150 mm/s

Z travel speed

150 mm/s
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